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PASSIVE HANDSHIELDS

Light duty solutions

Hand TP

« Thermoplastic handshield. « Delivered without protection glass.
« Medium resistance. o Light weight: 332 gr.

Single window 108 x 51 mm Single window 98 x 75 mm

ALTG[H@ W000335125 Toorder ERULLL[IvAl

Heavy duty solutions

Hand FG

« Polyester reinforced fibreglass.

« Excellent resistance
to high temperatures
[up to 400 °C] and
to spatters.

« UV/IR protection
shade 1.

« Excellent thermal
and electrical
isolation.

« Delivered
without glass.

» Weight: 424 gr
[without glass].

Window 105 x 50 mm

0L (@ W000372272

Window 110 x 90 mm

0L (@ W000372273

EARPLUG [EEX

« Box of 500 pieces.

« Without strings. W000010989

+ SNR 34 DB.

Technical description
« Non-irritating and hypoallergenic
foam coating.

2011-483

Handshield
standard
EN 175

2007-831

H a n d FG [sliding window]

« Reinforced fibreglass.
« Delivered without glass.
* Weight: 424 gr.

Sliding window 110 x 90 mm

OGS W000011123

2007-830



Helmet

standard
EN 175

PASSIVE HELMETS

Light duty solutions

Helmet TP

« Thermoplastic helmet.
« Single window 108 x 51 mm,
98 X 75 mm or 110 X 90 mm.

# Adjustable "B" headgear.
« Delivered without glass.
o Weight: 420 gr.

Window 110 x 90 mm
W000011113

Window 98 x75 mm

LG8 Wo00011114

2007-833

Flip-up
WTP helmet

« Thermoplastic helmet.

« Thermal resistance up to 100 °C.
« Adjustable “B” headgear.
« Delivered without glass.
o Light weight: 450 gr.

Flip-up window 105 x 50 mm

Toorder ERULLLEYZ2Z0]

Flip-up window 110 x 90 mm

018 Wo00374762

PERSONAL PROTECTION

EQUIPMENT

F




PASSIVE HELMETS

Heavy duty solutions

Helmet FG

+ Reinforced fibreglass.
« High thermal resistance up to 400 °C.
« Adjustable “B" headgear.
« Delivered without glass.
« Weight: 414 gr.

Window 105 x 50 mm

O H@ W000011103

Window 110 x 90 mm

2007-832

Multi Flip-up

« Lightweight welding helmet.

+ Optimal use/comfort.

« Long lifetime.

« Headgear with rack, rugged
and very comfortable.

« Complete with headgear,
sweat band, 2 flip-up lensholder
welding lens.

+ Shade10.

22

Helmet

standard
EN175

Flip-up
helmet FG

« Reinforced fibreglass.

+ High thermal resistance Flip-up window

up to 400 °C. 105 x50 mm
# Adjustable "B" headgear. W000372271

« Delivered without glass.
« Weight: 574 gr.

Flip-up window
105 x50 mm

0@ W000010804

2014-563



PASSIVE LEATHER HELMETS

Leather helmets for welding operations in difficult access places,
dedicated to short time applications and control.

Folding leather Flip-up leather helmet

hEImet . eldeal towork in extremely Annlication:
f N restricted areas. wgﬁiing pipé
fl « Adjustable headgear.

« Grain leather.
« Folding model, F"; « Comfort foam at the forehead
§ i and chin levels.

ideal for supervisors.
« Very light (120 grammes). _\ + Delivered with one 105 x 50 mm
shade 11 glass and two CR39

o Delivered with
protection screens.

105 x 50 mm
shade 11 glass. * 250 g (without glass].

Flip-up window
105x50 mm

Toorder ERUOLLDINEELS

Window 105 x 50 mm

LI @ W000011115

0254-55

SPARE PARTS

Adjustable Leather
type “A” headgear protection _ Sweat band
orwEDL gy for the neck

helmets. (&

Foam band.

o Grain leather.
< Fixation with
adhesive band.

« Protection of the
neck against arc.

IOLG(E@  W000335139

1198-022

L1l W000335158

I 2007-817

LTI H8 W000260486

(10 pieces pack)

Adjustable
type “B"” headgear

For TP and FG
helmets.

Comfort sweat band

Foam band For WELDLUX helmet.
« Fabric band covered with foam.
« Velcro closing.
o Fire-retardant.

W\ 2244-077

LG @  Z00820115

(2 pieces pack]

2007-818

0L (@ W000010884
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WELDING GLASSES
WE LD G LASS CIEEI'E;\F%I:;SES

Coloured glasses

EN
Choose the lens shade adapted 109

to your working conditions.

4 A~ A - 248 X
Current
) y
Coated | MIGHeavy | MIG Light . PLASMA PLASMA
electrodes metals alloys MAG TiG Gouging Cutting Welding
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2007-839
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WELDING GLASSES
WELDGLASS

Filtering coloured glasses

DIMENSIONS 105 x50 mm DIMENSIONS 98 x75 mm
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EQUIPMENT

EN169 - EN 166

5 pieces W000335009 5 W000010915 100 pieces 5 pieces W000335089 W000010939 100 pieces
5 pieces W000335010 - o 100 pieces 5 pieces W000335090 W000010940 100 pieces
5 pieces W000335011 7 W000010917 100 pieces 5 pieces W000335091 W000010941 100 pieces
5 pieces W000335012 8 W000010918 100 pieces 5 pieces W000335092 8 W000010942 100 pieces
5 pieces W000335013 9 W000010919 100 pieces 5 pieces W000335093 9 W000010943 100 pieces
5 pieces W000335014 10 W000010920 100 pieces 5 pieces W000335094 10 \W000010944 100 pieces
5 pieces W000335015 n W000010921 100 pieces 5 pieces W000335095 n W000010945 100 pieces
5 pieces W000335016 12 W000010922 100 pieces 5 pieces W000335096 12 W000010946 100 pieces
5 pieces W000335017 13 W000010923 100 pieces 5 pieces W000335097 13 W000010947 100 pieces
DIMENSIONS 110 x 90 mm DIMENSIONS 108 x 51mm
5 pieces W000335035 5 W000010927 100 pieces 5 pieces W000335047 5 - -
5 pieces W000335036 - W000010928 100 pieces 5 pieces \W000335048 - W000010952 100 pieces
5 pieces W000335037 7 - 100 pieces 5 pieces W000335049 7 W000010953 100 pieces
5 pieces W000335038 8 W000010930 100 pieces 5 pieces W000335050 8 W000010954 100 pieces
5 pieces W000335039 9 W000010931 100 pieces 5 pieces W000335051 9 W000010955 100 pieces
5 pieces W000335040 10 W000010932 100 pieces 5 pieces W000335052 10 W000010956 100 pieces
5 pieces W000335041 n W000010933 100 pieces 5 pieces W000335053 n W000010957 100 pieces
5 pieces W000335042 12 W000010934 100 pieces 5 pieces W000335054 12 W000010958 100 pieces
5 pieces W000335043 13 W000010935 100 pieces 5 pieces W000335055 13 - -
EN 169 - EN 166 . .
SILVER protane® glasses _ Circular glasses diameter 50 mm
Dimensions Dimensions Dimensions m Skin pack - 10 pieces Box - 100 pieces
105x50 mm 133X114mm 98X75mm
5 W000335085 -
5 pieces | W000335025 W000335063 5 pieces W000335173 W000335086 W000010937
5 p{eces W000335026 10 W000335064 5 pfeces W000335174 7 W000335087 _
5 p{eces W000335027 n W000335065 5 pfeces W000335175 8 W000335088 B}
5 pieces | W000335028 12 W000335066 5 pieces W000335176 Clear - W000010979
5 pieces | W000335029 13 W000335067 5 pieces W000335177
The SILVER PROTANE e glasses will prove their efficiency in all welding Magnifying glass EN 166

operations where the arc heat causes discomfort. The SILVER PROTANE® filter N )
with a gold mirror coating reflects an additional 90% of the infrared radiation For some precision welding,

and reduces the amount of heat the eyes are exposed to. +10 W000335031 magn‘|fy|ng the work
> less irritation and therefore less tiredness, T P — Z0ne Is necessary. ’X
> more precision and better quality work, 0 000335033 These |EH§ES must
> more comfort and better working conditions. : be used with coloured
Az ORI E filtering glasses.

“Test SILVER PROTANE® and weld cool”.
These magnifying glasses can be used with CHAMELEQN 4V+, EUROLUX LS

and GOLDENARK LS helmets [see pages 10 - 13].

Protection glass or plate CR-39° m

Clear glass [EN 166) Protection plate CR-39® (EN 166)

98 Xx75 mm W000335098 W000010950 W000335100 W000335099
105 x50 mm W000335018 W000010926 W000335020 W000335019
108 x 51mm W000335056 W000010962 W000335058 W000335057
110 X 90 mm W000335044 W000010938 W000335046 W000335045
133 x 114 mm W000335069 - W000335071 W000335070

25
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GOGGLES

| Choice criteria

Goggles are mainly used to protect the Verify that the product is conform with the EN
eyes against the light produced by flame standards [CE marking confirms conformity)
welding or cutting or against mechanical Main EN Standards are:

particles (grinding for example). + EN 166 for basic conditions

« EN 169 for welding filters

« EN 170 for UV filters

« EN 171 for IR filters

« EN 172 for sunglasses filters

« EN 175 for personal eye-protection during
welding

Our products are classified in 3 categories:
+ Welding range

« Protection range

+ Grinding masks

Marking of the frame:
+EN 166 standard

« Resistance to impact: — A: High energy impact
— B: Medium energy impact
= F: Low energy impact
= S:Increased strength

Lens marking:
X=X XXXXX —— Possibilities:
L - 8: Short circuit resistance
- 9: Spatter resistance
= K: Abrasion resistance
= N: Mist resistance
= T: Temperature resistance from -5 °C to +55 °C

Resistance to impact:
- A: High energy impact
— B: Medium energy impact
= F: Low energy impact
— S: Increased strength

Usage (Optical class):
= 1: Continuous use
- 2: Medium use
— 3: Occasional use

Manufacturer’s identification
Numerical filter scale (protection level]

Filter identification code = UV to[ 5]
= Infrared (IR):1.2t0 10
—>UV:20r3 R
>R 4 Welding scale = Sun filters: 11 to 4.1
i s ore I = acetylene flow rate I/h - Welding filters: 4 to 14
' ‘ <70 | 70<qg<200 ‘ 200 < <800 ‘ q>800 Caution: Goggles can not be used

- Welding: 4to 7
[see chart)

for arc welding >7 due to UV, IR
and skin protection requirements.

[recommendations of welding filter
_ = T glass can be seen on page 21]

‘9005[]52000 2000<q=<4000 ‘ 4000<0<8000

| Oxy-cutting ‘ 4 6 ‘ 7 |

replacement 5 W000335085 W000010925 EN 166 + EN 169
lenses for the 6 W000335086 W000010937 EN 166 + EN 169

PILOT range 7 W000335087 W000010949 EN 166 + EN 169

Round lenses
8 W000335088

in mineral glass
Clear - W000010979 EN 166 + EN 169

@ 50 mm.

Flame welding
Brazing and soldering

5 ‘ 6 ‘ 7

=




GOGGLES /SPECTACLES
Welding range
PILOT FLIP UP

« Flip up lenses anti-scratch treated.
« Elastic headband.

« Indirect ventilation value.
& Weight: 137 g.

2005-254

Shade 5

a1 W000011046

PILOT 1

« One piece soft black PVC frame allowing quick lens replacement.

« Elastic headband.
EN 166 - EN 169

« Aerated side covers honeycombed casing
for good ventilation and to prevent from
lens dimming.

« Weight: 60 g.

0947-89

Shade 5

gL W000011047

Shade 6

a1 (@ W000011048

PILOT EVEREST

« Standard black spectacles with foldable polyamide
side shields and frame.

« Central screw for quick lens replacement.

« Weight: 70 g.

Shade 5

Toorder ERULLLIGGLEE!

EN166 - EN 169 - EN 175

EN166 - EN 169

PILOT 2 METAL

« Double cup metal frame with nose
bridge adjustment.

« Adjustable elastic headband.

+ Weight: 80 g.

2005-252

Shade 5

§OYIG (@ W000011050

PILOT 2
PLASTIC

« Double cup black plastic frame with nose
bridge adjustment.

« Side ventilation value.

« Adjustable elastic
headband.
+ Weight: 65 g.

2005-253

Shade 5

Toorder ERULLLGDEY

PILOT 1PLASTIC

« One piece soft black PVC frame allowing quick lens replacement.

# Elastic headband.

» Aerated side covers honeycombed casing for good ventilation
and to prevent from lens dimming.

+ Weight: 60 g.

2008-755

Clear

BTG (I@ W000011049
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GOGGLES /SPECTACLES
Welding range
CLASSIC OVER WELDING

« Qver spectacles.
« Polycarbonate.
o Lateral protection.

« Protection against high-speed particles -
low energy.
« Protection against high-speed particles

EN166 - EN 167 - EN 168 -

EN169 - EN 175

2015-025

at extreme temperatures. Shade 5
« Resistance to surface damage by fine particles. -
AL W000383506

+ Weight: 37 g.

CLASSIC WELDING FASHION WELDING

« Anti-scratch surface. « Spectacles.
« Nylon frame and side shields. « Polycarbanate.
« Changeable polycarbonate lenses. « Protection against high-speed particles - low energy.

o Central screw for quick lens replacement.
« Weight: 35 g.

« Protection against high-speed particles at extreme temperatures.
« Resistance to fogging of oculars.

« Resistance to surface damage by fine particles.

* Weight: 31 g.

2005-057

2015-023

Shade 5

gY@ W000011055

Box of 20 tainted
lenses [shade 5) Shade 5

ALTI0EE W000376663 a0 @ W000383505

Protection range m

CLASSIC OVER VISIT CLASSICVISIT CLEAR

« Panoramic spectacles also usable as over spectacles. « Anti-scratch surface.

+ Polycarbonate lens and frame. « Nylon frame and side shields.

+ Protection against high-speed particles - low energy. « Changeable polycarbonate lenses.
+ Protection against high-speed particles at extreme temperatures. « Central screw for quick lens

replacement.
« Weight: 35 g.

+ Resistance to surface damage
by fine particles.

+ Weight: 37 g.

2015-024

2005-259

Clear

>N s AL 08 W000011057

|
f k Box of 20
transparent lenses

ALY W000376662

gY@ W000383507 -



GOGGLES /SPECTACLES

EQUIPMENT
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Protection range

FASHION VISIT 3

< Impact resistant.

« Polycarbonate single lens. — = B
« Sports and ergonomic design. =
& Weight: 22 g. — g
- - ol 3 -
T—— " §
Clear <

BOYIG (@ W000011062 e /*

Grinding masks m

FIRST STAR

« Anti-scratch polycarbonate lens. « Anti-scratch and anti-mist treated

« Direct ventilation. Clear with adjustable elastic headband.

« Adjustable elastic headband. — « Soft foam for better adherence Clear

* Weight: 75 . to the user’s face. W000011070
+ Weight: 55 g.

2005-264
2005-265

+180° field of vision.
! « Durable and adjustable elastic headband.
| « Indirect ventilation.

] 55 - ' « Anti-mist and anti-scratch treated and wearable
— as over spectacles or with a respiratory mask.

« Weight: 85 g.

Clear

LG W000011069

2004-962
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